
EQUIPMENT
Add new equipment and manually adjust offsets of
existing equipment.

OPERATIONS CENTER
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Operations Center -
Equipment

1 Open Operations Center

2 Select "Equipment: Manage machines, implements, and technology devices."
under the "Setup" menu.

Manually Adjust Offsets of Existing Equipment

http://184.168.22.12/plesk-site-preview/mmcjd.com/https/184.168.22.12/
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3 Select current piece of equipment from equipment list.

4 Click "Characteristics & Offsets" from the menu that pops up in the bottom right
corner.
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5 Select "Edit"

6 User can change offsets or connection type.
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7 Once user is finished editing offsets or connection type, select "Save."

Add New / Missing Equipment
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8 Select the yellow "Add" button.

9 If user has a serial number of their equipment, they can enter it in the "Serial
Number" field.
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If model is new enough and can utilize JDLink, user can elect to have it added to
their account and removed from someone else's account. This will send a request
to the owner of the org that the equipment is currently in.

Adding Equipment that doesn't have a Serial Number?
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10 Check the "I do not have a serial number" box.

11 Enter a name for the piece of equipment the user wishes to add.
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12 Enter a model into the "Model" field and then select the desired model.

13 When finished, select "Add Equipment" on the bottom right of the screen.


